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10 CFR Ch. I (1–1–14 Edition) § 72.236 

§ 72.236 Specific requirements for 
spent fuel storage cask approval 
and fabrication. 

The certificate holder and applicant 
for a CoC shall ensure that the require-
ments of this section are met. 

(a) Specifications must be provided 
for the spent fuel to be stored in the 
spent fuel storage cask, such as, but 
not limited to, type of spent fuel (i.e., 
BWR, PWR, both), maximum allowable 
enrichment of the fuel prior to any ir-
radiation, burn-up (i.e., megawatt-days/ 
MTU), minimum acceptable cooling 
time of the spent fuel prior to storage 
in the spent fuel storage cask, max-
imum heat designed to be dissipated, 
maximum spent fuel loading limit, 
condition of the spent fuel (i.e., intact 
assembly or consolidated fuel rods), the 
inerting atmosphere requirements. 

(b) Design bases and design criteria 
must be provided for structures, sys-
tems, and components important to 
safety. 

(c) The spent fuel storage cask must 
be designed and fabricated so that the 
spent fuel is maintained in a subcrit-
ical condition under credible condi-
tions. 

(d) Radiation shielding and confine-
ment features must be provided suffi-
cient to meet the requirements in 
§§ 72.104 and 72.106. 

(e) The spent fuel storage cask must 
be designed to provide redundant seal-
ing of confinement systems. 

(f) The spent fuel storage cask must 
be designed to provide adequate heat 
removal capacity without active cool-
ing systems. 

(g) The spent fuel storage cask must 
be designed to store the spent fuel safe-
ly for the term proposed in the applica-
tion, and permit maintenance as re-
quired. 

(h) The spent fuel storage cask must 
be compatible with wet or dry spent 
fuel loading and unloading facilities. 

(i) The spent fuel storage cask must 
be designed to facilitate decontamina-
tion to the extent practicable. 

(j) The spent fuel storage cask must 
be inspected to ascertain that there are 
no cracks, pinholes, uncontrolled voids, 
or other defects that could signifi-
cantly reduce its confinement effec-
tiveness. 

(k) The spent fuel storage cask must 
be conspicuously and durably marked 
with— 

(1) A model number; 
(2) A unique identification number; 

and 
(3) An empty weight. 
(l) The spent fuel storage cask and its 

systems important to safety must be 
evaluated, by appropriate tests or by 
other means acceptable to the NRC, to 
demonstrate that they will reasonably 
maintain confinement of radioactive 
material under normal, off-normal, and 
credible accident conditions. 

(m) To the extent practicable in the 
design of spent fuel storage casks, con-
sideration should be given to compat-
ibility with removal of the stored spent 
fuel from a reactor site, transpor-
tation, and ultimate disposition by the 
Department of Energy. 

(n) Safeguards Information shall be 
protected against unauthorized disclo-
sure in accordance with the require-
ments of § 73.21 and the requirements of 
§ 73.22 or § 73.23 of this chapter, as appli-
cable. 

[64 FR 56126, Oct. 15, 1999, as amended at 65 
FR 50617, Aug. 21, 2000; 73 FR 63573, Oct. 24, 
2008; 76 FR 8891, Feb. 16, 2011] 

§ 72.238 Issuance of an NRC Certifi-
cate of Compliance. 

A Certificate of Compliance for a 
cask model will be issued by NRC for a 
term not to exceed 40 years on a find-
ing that the requirements in § 72.236(a) 
through (i) are met. 

[76 FR 8891, Feb. 16, 2011] 

§ 72.240 Conditions for spent fuel stor-
age cask renewal. 

(a) The certificate holder may apply 
for renewal of the design of a spent fuel 
storage cask for a term not to exceed 
40 years. In the event that the certifi-
cate holder does not apply for a cask 
design renewal, any licensee using a 
spent fuel storage cask, a representa-
tive of such licensee, or another certifi-
cate holder may apply for a renewal of 
that cask design for a term not to ex-
ceed 40 years. 

(b) The application for renewal of the 
design of a spent fuel storage cask 
must be submitted not less than 30 
days before the expiration date of the 
CoC. When the applicant has submitted 

VerDate Mar<15>2010 13:07 Feb 27, 2014 Jkt 232031 PO 00000 Frm 00456 Fmt 8010 Sfmt 8010 Y:\SGML\232031.XXX 232031eh
ie

rs
 o

n 
D

S
K

2V
P

T
V

N
1P

R
O

D
 w

ith
 C

F
R


		Superintendent of Documents
	2014-03-15T05:26:03-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




